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INEXPENSIVE TO INSTALL. INEXPENSIVE TO OPERATE. ClipperCreek’s ACS electric

vehicle charging stations provide a low-power charging option. ACS charging stations are
hardwired 120V units, eliminating the need for a ground fault outlet and providing a more
reliable charge. These Level 1 charging stations are ideal for long-term charging situations like
workplace, airports, hotels, universities, and hospitals.

LOW PROFILE - One of the smallest units in the industry
AFFORDABLE - Pricing starts at just $379

CONVENIENCE - 25 feet of charging cable for installation and operation flexibility
DURABILITY - Rugged, fully sealed NEMA 4 enclosure for installation anywhere
RELIABILITY - Backed by ClipperCreek'’s three year warranty and excellent customer service team
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Call ClipperCreek Today!
877-694-4194

www.clippercreek.com
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ACS SERIES

PRODUCT OVERVIEW

MATERIAL SPECIFICATIONS

o Certifications - ENERGY STAR®, ETL Listed, UL Listed
« Indoor/outdoor rated fully sealed (NEMA 4) enclosure

« Installation: Hardwired

« 25 foot charging cable

« Wall mount connector holster included

« Weight: Approximately 6 Ibs. (2.7kg)

» Operating Temperatures: -22°F to 122°F (-30°C to 50°C)

e Dimensions: 11" Lx 4" W x 3" D (279mm L x 102mm W x 7émm D)

ELECTRICAL SPECIFICATIONS

« Service - 120V, 15A to 25A, dedicated circuit

« Charge Current Output Power - 120V, 12A to 20A max

« Service Ground Monitor - Constantly checks for presence of proper safety ground

« Automatic Circuit Reclosure - After minor power faults

« Charge Circuit Interruption Device - Ground fault protection with fully automated self-test,
eliminates manual user testing

PERFECT SOLUTION FOR

* Workplace - Recoup about 40 miles of range in an 8 hour workday
« Airports - Perfect for charging vehicles while traveling
« Hospitality - Provide amenity charging for patrons with minimal investment

ProMountDuo™ OPTION

Rugged, Universal, Economical. Our ProMountDuo™ Universal
Pedestal is the perfect solution for installing your ClipperCreek
ACS, LCS or HCS. The pedestal is the ideal choice for parking

lot installations.

« Slim, modern profile

» Operates as a single or dual mount pedestal with no
additional kit necessary for two stations

+ Galvanized and powder coated steel for environmental durability
» ADA height and reach compliant

» Ruggedized stainless steel version available
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